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Digital Thermometer




8-506 ... THERMOMETER mest

FEATURES 4%5%

* Wide Temperature range e High Accuracy (+0.1%) * C/°F selectable
* Data-HOLD function e Max./Min. record * Auto/Manual power off
* Auto-Range selectable * Low battery check * Dust & Splash proof

OUTLINE JMEBSIDEE

Sensor input connector
{Miniature TC plug)

MAX. read display Hold status display

MIN. read display
Battery alarm display

Unit indicated

Value display

Value polarity display (314 digital LCD)

Power ON key "C/'F selection key

Power OFF key

1.Data call key
% [HOLD] + [ONJ:

Auto power off function

HOLD—MAX—MIN—measure

2. Auto/Manual power. off
select key

APPLICATIONS &M%

* Energy management * Plastic materials » Quality control
* Food production - e General engineering * Devices/plant/testing
* Heating and Ventilating e Storage and Distribution  Laboratory and Research

There are a wide selection of interchangeable PROBES
available with series. For further details see next page.
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IMMERSION PROBES =N\

S-511

s-512

-

AIR PROBES

S-521

ey e

S-522

——

550" C MAX.

-

PENETRATION PROBES EAHR

S-531
480" C MAX.

S-532
820°C MAX.

S-533
@ 260°C MAX.

S-534
550" C MAX.

S-533

Wire probe

STD-5

General probe

#wSpecial order acceptablel {FEEIREASIE=ZSIEHE |

SURFACE PROBES
S-541

S-546

650" C MAX.
S-547
S-548

ﬁ—‘.

650" C MAX.

S-549

SV e—

880°C MAX.




SPECIFICATIONS
MODEL NO. S-506
Measuring Range — 180+ +1372°C, —292-------- +1999°F

Resolution (Auto-range)

o

0.1° From —199.9 to +199.9° , 1 Elsewhere

Accuracy (Tams=23%5T)

+0.1% of reading+0.3'C,—100 to+1000C (—150 to +1832°F),
Above elsewhere +0.2%+1°C(1.8°F)

Input (Type of sensor)

Thermocouple type K (CA). J. T. E. optional.

Temp. Coefficient

+(0.015% of reading+0.03°C),/"C(1.8°F)

Sampling Time

Approx. 1.5 times per second.

Display

Digital LCD display, with multi-function signal.

Operating Functions

‘C/'F Selectable.

Value HOLD tfunction.

MAX./MIN. Value record.

Automatic resolution range selectable.

Auto Power-off selectable. (Approx. 7minutes of no key operation)

Auto-Check Functions

Open sensor (display show "————")
Out of range

Low battery alarm (display appeared " -I_-Lr = ")

Power Requirement

One 9V 006P Battery. (IEC 6F 22, NEDA 1604)

Battery Life

Approx. 200 hours. (Alkaline battery)

Operating/Ambient Range

—5 to +50°C, 23 to 122°F, below 90%RH

Dimensions

150 X78x27mm (5.9%X3.1x1.1 inch)

Weight

145gms. (5.1 OZS) approx.

Input Connector

Accessories

Miniature TC plug.

9V battery (option) ------------------- SBT—5906

Temperature probe (option) -------- S—500 Series
Miniature TC plug (option) ---------- SMP—5501

Operating manual

* Specifications are subject to change without notice.

MANUAL NO. INS-950950601




